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SUBBIEMATE PERFORMANCE

ST-18 (Nominal 70Lpm)

SELECTION CHART

DIMENSIONS

SINGLE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 1805 257

RP / 

NPT 

1 1/4”

98 603

ST - 1807 301 98 666

ST - 1809 344 98 724

ST - 1814 452 98 857

ST - 1818 538 98 978

ST - 1827 805 98 1300

ST - 1835 972 98 1579

ST - 1844 1166 98 1849

ST - 1848 1291 98 1974

THREE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 1805 257

RP / 

NPT 

1 1/4”

98 587

ST - 1807 301 98 647

ST - 1809 344 98 709

ST - 1814 452 98 832

ST - 1818 538 98 943

ST - 1827 805 98 1245

ST - 1835 972 98 1488

ST - 1844 1166 98 1773

ST - 1848 1291 98 1898

PUMP 

TYPE

MOTOR
Q = DELIVERY

l/min 0 20 25 30 35 40 45 50 60 70 80 90 100 120 PUMP PUMP & MOTOR

kW HP
m3/h 0 1.2 1.5 1.8 2.1 2.4 2.7 3.0 3.6 4.2 4.8 5.4 6.0 7.2 Net Weight (kg)

H = TOTAL HEAD IN METRES Single Phase Three Phase

ST - 1805 5 0.37 0.5 33 29 28 27 26 25 24 21 18 13 8 3 2.7 10.0 9.4

ST - 1807 7 0.55 0.75 46 43 42 41 39 38 36 33 28 22 15 7 3.0 11.2 10.4

ST - 1809 9 0.75 1.0 59 55 54 52 51 49 47 43 37 28 20 10 3.3 12.1 11.5

ST - 1814 14 1.1 1.5 93 87 86 83 81 79 76 68 58 47 33 20 4.1 14.1 13.0

ST - 1818 18 1.5 2.0 120 113 111 108 105 102 98 88 75 60 42 25 4.7 16.2 14.7

ST - 1827 27 2.2 3.0 175 164 161 157 152 147 141 127 109 87 61 35 7.2 21.2 18.8

ST - 1835 35 3.0 4.0 228 212 208 203 197 191 184 166 145 119 85 46 8.9 28.3 24.1

ST - 1844 44 3.7 5.0 282 261 255 249 241 233 223 201 173 140 99 52 10.3 33.0 29.8

ST - 1848 48 4.0 5.5 309 289 283 276 267 258 248 225 197 162 120 73 10.9 33.7 30.4
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