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SUBBIEMATE PERFORMANCE

1300 252 677                    PUMPMASTER - A NORMA Group brand

ST-25 (Nominal 85Lpm)

SELECTION CHART

DIMENSIONS

SINGLE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 2504 247

RP / 

NPT

1 1/2”

98 593

ST - 2506 296 98 661

ST - 2508 345 98 725

ST - 2512 433 98 838

ST - 2516 542 98 982

ST - 2524 815 98 1310

ST - 2532 1003 98 1610

ST - 2540 1198 98 1881

ST - 2544 1334 98 2071

THREE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 2504 247

RP / 

NPT

1 1/2”

98 577

ST - 2506 296 98 642

ST - 2508 345 98 710

ST - 2512 433 98 813

ST - 2516 542 98 947

ST - 2524 815 98 1255

ST - 2532 1003 98 1519

ST - 2540 1198 98 1805

ST - 2544 1334 98 1941

PUMP 

TYPE

MOTOR
Q = DELIVERY

l/min 0 30 35 40 45 50 60 70 80 90 100 120 PUMP PUMP & MOTOR

kW HP
m3/h 0 1.8 2.1 2.4 2.7 3.0 3.6 4.2 4.8 5.4 6.0 7.2 Net Weight (kg)

H = TOTAL HEAD IN METRES Single Phase Three Phase

ST - 2504 4 0.37 0.5 26 23 22 22 21 19 17 14 11 7 2.4 9.7 9.1

ST - 2506 6 0.55 0.75 38 36 35 33 32 30 26 22 18 12 2.9 11.1 10.3

ST - 2508 8 0.75 1.0 51 47 46 44 43 39 35 30 24 18 3.3 12.1 11.5

ST - 2512 12 1.1 1.5 77 72 71 69 68 63 57 49 41 31 4.1 14.1 13

ST - 2516 16 1.5 2.0 102 98 96 94 92 86 77 68 57 46 5.0 16.5 15

ST - 2524 24 2.2 3.0 151 142 139 136 132 122 111 97 80 62 7.6 21.6 19.2

ST - 2532 32 3.0 4.0 203 188 185 180 175 162 146 127 105 80 9.7 29.1 24.9

ST - 2540 40 3.7 5.0 253 232 227 222 216 202 182 159 131 102 11.4 34.1 30.9

ST - 2544 44 4.0 5.5 278 265 260 254 247 230 210 187 159 127 12.2 35.0 31.7
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