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SUBBIEMATE PERFORMANCE

1300 252 677                    PUMPMASTER - A NORMA Group brand

ST-40 (Nominal 150Lpm)

SELECTION CHART

DIMENSIONS

SINGLE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 4004 294

RP / 

NPT

2”

98 674

ST - 4006 356 98 761

ST - 4008 418 98 858

ST - 4013 573 98 1068

ST - 4017 697 98 1304

ST - 4021 859 98 1542

ST - 4023 959 98 1642

ST - 4032 1276 98 N/A

THREE PHASE MOTOR

PUMP TYPE
DIMENSIONS (mm)

A B C D

ST - 4004 294

RP / 

NPT

2”

98 659

ST - 4006 356 98 736

ST - 4008 418 98 823

ST - 4013 573 98 1013

ST - 4017 697 98 1213

ST - 4021 859 98 1466

ST - 4023 959 98 1566

ST - 4032 1276 98 1595

PUMP 

TYPE

MOTOR
Q = DELIVERY

l/min 0 70 80 90 100 120 140 160 180 200 220 PUMP PUMP & MOTOR

kW HP
m3/h 0 4.2 4.8 5.4 6.0 7.2 8.4 9.6 10.8 12 13.2 Net Weight (kg)

H = TOTAL HEAD IN METRES Single Phase Three Phase

ST - 4004 4 0.75 1.0 26 23 22 21 20 18 16 12 9 2.8 11.6 11

ST - 4006 6 1.1 1.5 38 35 34 33 31 28 24 19 14 3.4 13.4 12.3

ST - 4008 8 1.5 2.0 52 47 45 44 41 37 31 25 18 4.0 15.5 14.0

ST - 4013 13 2.2 3.0 82 75 73 71 66 59 50 40 30 5.5 19.5 17.1

ST - 4017 17 3.0 4.0 108 98 96 94 87 79 70 58 46 6.6 26.0 21.8

ST - 4021 21 3.7 5.0 132 117 114 111 103 93 82 68 52 7.8 30.5 27.3

ST - 4023 23 4.0 5.5 148 134 131 127 118 108 95 79 60 9.4 32.2 28.9

ST - 4032 32 5.5 7.5 202 182 178 172 160 143 125 105 80 12.0 N/A 35.1
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